This report includes copies of the inspection checklists, photographs, recommendations, and conclusions. The Post-Closure Inspection Checklists are found in Attachment A, a copy of the field notes is found in Attachment B, and inspection photographs are found in Attachment C.
INSPECTION RESULTS

May 15,2001 Inspection
The first inspection was completed on May 15,2001. The perimeter fence and concrete monuments marking the landfill cells were in excellent condition. One sign had become detached from the fence, and a second sign had come loose at two corners. The remainder of the signs were securely attached to the fence and in excellent condition. Several small mammal burrows were observed inside the fence, but have not compromised the integrity of the waste cell covers. An area measuring approximately 3 by 6 meters (1 0 by 20 feet), located at the eastern end of trench number A9-1, appears to have subsided approximately 25.4 centimeters (1 0 inches). No cracks, erosion features, or settling were observed at the other landfill cell covers. Although closure activities did not include revegetation at the site, sparse plants were observed inside the fenced area, both on and off the landfill cover area. No maintenance or repairs to the site were made during this site inspection. Repair activities for the A9-1 cover subsidence area were scheduled for November 2001.
November 6,2001 Inspection
The inspection was completed on November 6,2001. The perimeter fence, concrete monuments, and site postings were in excellent condition. Two unattached warning sign were reattached to the fence using steel hog rings. Numerous small mammal burrows were observed inside the fence and were filled in by hand. The burrows have not compromised the integrity of the waste cell covers. The subsidence area in Landfill Cell A9-1 observed in the May 16,2001 site inspection was still present. Repair work was scheduled for November 15, 2001 . No cracks, erosion, or settling features were observed in the other landfill cover areas. Plant growth on the landfill cover was limited to sparse native grasses and halogeton. No further site maintenance or repairs were recommended.
November 15,2001 Maintenance and Repair Activities
On November 15 and 16,2001, the area of subsidence located at the east end of Landfill Cell A9-1 was repaired. Ninety-one cubic meters (120 cubic yards) of clean fill was placed in the area and compacted by back-dragging the area with the backhoe bucket. Final touch-up grading was made to bring the cover up to the pre-existing grade.
CONCLUSIONS AND RECOMMENDATIONS
The perimeter fence, monuments, and site postings are in excellent condition. Repair work to the eastern end of Landfill Cell A9-1 was completed and no other cracks, erosion features, or settling were observed in the other landfill cover area. Plant growth on the landfill cover is sparse and is limited to native grasses and shrubs.
No modifications or repairs to the cover, or changes in the frequency of site inspections, are recommended at this time. 
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A. GENERAL INSTRUCTIONS
1. All checklist items must be completed and detailed comments made to document the results of the site inspection. The completed checklist is part of the field record of the inspection. Additional pages should be used as necessary to ensure that a complete record is made. Attach the additional pages and number all pages upon completion of the inspection.
2.
Any checklist line item marked by an inspector in a SHADED BOX, must be fully explained or an appropriate reference ti previous reports provided. The purpose of this requirement is to provide a written explanation of inspector observations and the inspector's rationale for conclusions and recommendations. Explanations are to be placed on additional attachments and cross-referenced appropriately. Explanations, in addition to narrative, will take the form of sketches, measurements, annotated site maps.
3.
The site inspection is a walking inspection of the entire site including the perimeter and sufficient transects to be able to inspect the entire surface and all features specifically described in this checklist.
4. A standard set of color 35 mm photographs (or equivalent) is required. In addition, all anomalous features or new features (such as changes in adjacent area land use) are to be photographed. A photo log entry will be made for each photograph taken.
5. This unit will be inspected biannually with formal reporting to the Nevada Division of Environmental Protection to be done annually. The annual report will include an executive summary, this inspection checklist with field notes and photo log attached, and recommendations and conclusions. View to east of subsidence area at eastern end of A9-1 Landfill Cell. Sparse vegetation of native grasses, shrubs, and halogeton are present inside the fenced area.
View to northeast from outside perimeter fence at southwest comer. 
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